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COMPONENTS - Chemical Name & Common Names 
(Hazardous Components 1% or greater; Carcinogens 0.1% or greater) 

NON-HAZARDOUS INGREDIENTS 

TOTAL 100 

ACTIVATED CARBON 100% 2$ mg/m3  1.5 zng/ni'. ' NONE 

Po 2 

11,3,1% , 1 	I,  'it)  

MATERIAL SAFETY DATA SHEET 
SECTION I 

Product Name: 	ACTIVATED CARBON, CC SERIES, 
KG SERIES, KP SERIES 

Manufacturer 	WESTATES CARBON, INC. • MSDS Number*: 	100 

2130 Leo Avenue CAS Number*: 	CAS 7440-44-0 

Los Angeles, California 90040-1634 Date Prepared: 	NOVEMBER 28, 1993 

Phone Number 	 (213) 722-7500 
(For Information) 

Prepared By*: 	MARGARET JEFFERSON 

Emergency Phone Number 	(800) 659-1771 Note: 	Blank spaces are not permitted. If any item is not applicable, 
or no information is available, the space must be marked to 
indicate that. 

SECTION II - MATERIAL IDENTIFICATION AND INFORMATION 

•SECTION III - PHYSICAL/CHEM1CAL CHARACTERISTICS 

BOILING POINT: not applicable 	 SPECIFIC GRAVITY (H20 = 1): 0.25 - 0.60 g/cc 

VAPOR PRESSURE (mm HG AND Tth:IPERATURE): 	zero 	 MELTING POINT: • 	 not applicable 

VAPOR DENSITY (AIR = I): not applicable 
	

EVAPORATION RATE ( 	 .  = I): 	not applicable 

SOLUBILITY IN WATER: 	Insoluble in water and solvents 
	

WATER REACTIVE: 	non-reactive 

APPEARANCE AND ODOR: Black granules without taste or odor 

SECTION IV - FIRE AND EXPLOSION HAZARD DATA 

FLASH POINT AND METHOD USED: N/A Auto-Ignition Temperature: 	 > 450'C Flammability Limits in LEL UEL 
ANSI/ASTM D 3468 Air % by Volume: N/A N/A N/A 

EXTiNGUISHER MEDIA: 	Water (rog or fine spray), carbon dioxide 

SPECIAL FIRE FIGHTING PROCEDURES: 	Avoid procedures that may stir up dust clouds. 

Ut 	4L FIRE AND EXPLOSION HAZARDS: Avoid contact with strong oxidizers, airborne dust may be a weak explosion hazard. 
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